
Install Ricoh Photocopier on Windows 

 
Copier models and IP addresses: 

- Mechanical Building: Ricoh IM 8000 
- IP address: 128.100.49.102 

-  
- Rosebrugh Building: Ricoh IM 5000 

- IP address: 128.100.49.103 
-  

- Bahen Building: Ricoh Aficio IM 5000 
- IP address: 128.100.49.104 

 

Download the corresponding Ricoh software driver from the Downloads section of the Ricoh website.  

http://www.ricoh.ca/  

For example, for the Ricoh IM 8000 (MC Building) 

http://support.ricoh.com/bb/html/dr_ut_e/re1/model/im7000/im7000.htm 

For the Ricoh IM 5000 (RS, BA Buildings) 

http://support.ricoh.com/bb/html/dr_ut_e/rc3/model/im2500/im2500.htm 

 

Select your Operating System and driver type (PCL5e or PCL6).  

The following instructions are the PCL 6 drivers  

 

http://www.ricoh.ca/
http://support.ricoh.com/bb/html/dr_ut_e/re1/model/im7000/im7000.htm
http://support.ricoh.com/bb/html/dr_ut_e/rc3/model/im2500/im2500.htm


 

 

 

 

Download the PCL6 drivers from Ricoh’s website. 

 



 

 

 

 

Double-click the downloaded files to extract it to your local drive. 

 

 

 



 

 

 

A new window will open, click Agree and Go to Next 

 

 



 

 

 



 

Click Network 

 

 

Click Click if you cannot find the device 



 

 

 

 

Select Specify device IP address, click Next 

 

 



 

Enter the IP number 128.100.49.102 

click Search 

click Next 

 

 

 



 

Drivers installing 

 

 

 

 



 

Click Next 

 



 

Click Finish 

 



How to Setup User Print Code 

 

 
Open the Control Panel  

 

 

 



 

 

open Device and Printers 

 

 

 

 

 

 



 

 

Right click RICOH IM 8000 PCL 6, select Printer properties 

 

 

 

 

 



 

Click Preferences 

 

 



 

Under the Basic tab, click User Code Setting 

 

 



 

 

Enter your user code, click OK to save 

 



 

Click OK 

 

 


